
Technical Datasheet

Product Code: AU-WU021 Features & Applications

IP65 304 stainless steel walkover light Loop-in, loop-out cable glands GU10
lampholders included for mains applications Supplied with clear and optional frosted
cover glasses LED lamps recommended due to cool operating temperature Suitable
for floor and decking mounting Supplied with mounting sleeve for in-ground and solid
floor installation Stainless steel 316 bezel accessory available for coastal regions
N.B. Cut-out dimension shown is for deck mounting (no mounting sleeve) Cut-out
dimension with sleeve is 84mm Cut-out dimension without sleeve is 76mm

Full Description Approvals
240V/12V GU10/MR16 STAINLESS STEEL IP65 FIXED
RECESSED WALKOVER LIGHT

Photometric Data
Beam Cone Polar Curve Light Effect

Specifications Colours
Cut Out Dia. 76 mm

Overall Dia 100 mm

Material Stainless Steel

Lamp Type GU10/MR16

Guarantee 5 Years

IP Rating IP65

Positional Adjustment Fixed

Base Dia 84 mm

Glass Dia 56 mm

Recess Depth 130 mm

Depth Flush Mount 6 mm

Input Voltage 240V/12V

Lamps Included No

Dimmable Yes

Product Weight 0.634 Kg

SKU Code Colour Lumens Lux MCD Candelas Max Watts Colour Temp
AU-WU021SS Stainless

Steel
n/a n/a n/a n/a 50.0 W n/a
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