
SPECIFICATION SHEET

IP54 ROUND 
MINI 
BULKHEAD
DECORATIVE
EXTERIOR
• IP54 rated - ideal for internal,  

external and utility installations
• Easy quick installation - Wall or  

Ceiling mounted
• Suitable for residential and  

commercial applications
• High impact durable  

polycarbonate housing
• Supplied with interchangeable  

Black and White bezels
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IP54
RATED 25,000

HOURS

4000K
NEUTRAL
WHITE

CAT NO.
LUMINAIRE

LUMENS WATTAGE FINISH

EBE5R40 450 5.5W White/Black

70mm

Ø160mm
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STANDARDS
EN 60598-1 Luminaires - General requirements

EN 60598-2-1 Luminaires - Fixed general purpose

EN 61347-1 Lamp controlgear - Part 1: General and safety requirements

EN 61347-2-13 Lamp controlgear - Part 2-13 : Particular requirements for d.c. or a.c. supplied  
electronic controlgear for LED modules

EN 55015 Limits and methods of measurement of radio disturbance characteristics of electrical  
lighting and similar equipment

EN 61547 Equipment for general lighting purposes - EMC immunity requirements

EN 61000-3-2 Electromagnetic compatibility (EMC) - Part 3-2: Limits - for harmonic current emissions

EN 62471 Photobiological safety of lamps and lamp systems

2002/96/EC Waste Electrical & Electronic Equipment (WEEE)

2011/65/EU Restriction of the use of certain Hazardous Substances in EEE (RoHS)

(EC) No 1907/2006 The Registration, Evaluation, Authorisation and Restriction of Chemicals (REACH)
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EBE5R40
LUMINAIRE PERFORMANCE
Light Output Ratio:

Luminaire Efficacy:

Light Distribution:

CIE Flux Codes:

100%
81.82 lm/W
A31 ↓94.2%  ↑5.8%
40 69 88 94 100
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