
            LED Bulkhead
• Ultra Slimline Decorative Fitting

• The Smart Replacement for 2D and PL Decorative Fittings

• No lamp replacement

• No maintenance

• 40,000 Hours

3• 3 year guarantee 

• IP54

• Cool White 4000K

• Emergency options

• Microwave options

Code W Description lms lm/w Temp Hours

06740 12 Deco LED Bulkhead Standard On/O� 1056 88 4000K 40000

06741 18 Deco LED Bulkhead Standard On/O� 1620 90 4000K 40000

06742 25 Deco LED Bulkhead Standard On/O� 2150 86 4000K 40000

06743 12 Deco LED Bulkhead Emergency 1056 88 4000K 40000

06744 18 Deco LED Bulkhead Emergency 1620 90 4000K 40000

06745 25 Deco LED Bulkhead Emergency 2150 86 4000K 40000

06746 12 Deco LED Bulkhead Microwave Sensor 1056 88 4000K 40000

06747 18 Deco LED Bulkhead Microwave Sensor 1620 90 4000K 40000

06748 25 Deco LED Bulkhead Microwave Sensor 2150 86 4000K 40000

06749 12 Deco LED Bulkhead Microwave Sensor Emergency 1056 88 4000K 40000

06750 18 Deco LED Bulkhead Microwave Sensor Emergency 1620 90 4000K 40000

06751 25 Deco LED Bulkhead Microwave Sensor Emergency 2150 86 4000K 40000
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Polar Curves

08.05.2015

British Electric Lamps Limited
Unit A, Foxbridge Way, 
Normanton Industrial Estate, Normanton
West Yorkshire, WF6 1TN

Operator Nigel Richardson
Telephone 01924 893380

Fax 01924 894320
e-Mail nigelrichardson@belllighting.co.uk

British Electric Lamps Ltd Aqua2 Aqua 2 Luminaire / LDC (Polar)

Luminaire: British Electric Lamps Ltd Aqua2 Aqua 2 Luminaire
Lamps: 1 x Surface Mounted LED
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06740 Deco Bulkhead
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Data

Construction Polycarbonate

Driver BELL

LED Chip Samsung

IP Rating IP54

Operating Temp 0°C to +35°C

Input Voltage 100 - 240V

Power Factor > 0.9

CRI 85 - Exceeds EU standard of Ra 80 for Colour Rendering Index

LMR 80 - Exceeds EU standard of 70 for Lumens Maintenance Ratio

ECA Compliant Yes

L1A / L1B / L2A / L2B
Compliant

Yes

 
Technical Specification

Model A Ø B Depth

12W 250 48

18W 300 48

25W 300 48

200

300

45°

60°

75°

90°

ROI
1 Exceeds EU standard of 70 for Lumens Maintenance Ratio 
2 Exceeds EU standard of Ra 80 for Colour Rendering Index
3 Subject to terms & conditions




