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Emergency Lighting

www.belllighting.co.uk
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3W Bulkhead (09040) Spacing Table

Escape Route (1 lux across central line)

Mounting 
Height (M)

Transverse To                    
Wall

Transverse To 
Transverse

Axial 
To Wall

Axial 
To Wall

2.5 3.5 7 2.4 4.8

4 4 8 2.3 4.5

6 3.5 7 1.5 3

Open Area (0.5 lux minimum) Spacing Table

Mounting 
Height (M)

Transverse 
To Wall

Transverse To 
Transverse

Axial 
To Wall

Axial 
To Wall

2.5 3.25 6.5 3 6

4 3.6 7.2 3 6

6 3.7 7.4 3.1 6.2

Includes all New (ISO) Legends

09043  Old (Euro) Legends Kit

IP65 Bulkhead (09040)
• Long Life

• Low Maintenance

• IP65

• Includes full set of New Legends

• Old Legends also available

• Internal/external use

• Viewing distance 18M

• Daylight 6500K
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Emergency Lighting

Data

Construction Polycarbonate

LED Chip Samsung

IP Rating IP65

Operating Temp -5°C to +35°C

Input Voltage 220 - 240V

Power Factor > 0.9

Technical Helpline +44 (0)1924 893380
200

300

45°

60°

75°

90°

ROI
1 Exceeds EU standard of 70 for Lumens Maintenance Ratio 
2 Exceeds EU standard of Ra 80 for Colour Rendering Index
3 Subject to terms & conditions

Code W Description Temp lm Hours

09040 3.3 LED Emergency Bulkhead IP65. Maintained/Non Maintained Includes set of 4 New Legends 6500K 190 25000

09041 _ Semi Recessing Kit for LED Emergency Bulkhead - - _

09043 _ Old Legend Kit for Emergency Bulkhead (Set of 4) - - _

 
Technical Specification
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09040 Bulkhead

11
0

5
5

352

Cut Out: 350mm x 110mm
When used with Semi 
Recessing Kit (09041)


